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TECHNICAL DATA SHEET
STIXX™ & MOULDING GRIP | Double-Sided Scrim-Reinforced Acrylic Tape

•	 Treads and Risers
•	 Vinyl Transition Strips
•	 Carpet and Carpet Wall Base
•	 Vinyl and Rubber Cove Base

•	 Vinyl Flooring
•	 Mouldings and Trims  

— see MOULDING GRIP

DESCRIPTION:

STIXX™ GRIP is a heavy-duty scrim reinforced double-sided multipurpose acrylic tape that bonds to most surfaces and is 
resistant to moisture and mildew.

PRODUCT BENEFITS: 

STIXX™ GRIP bonds to most materials and is non-toxic and odor free. It’s fast application, heavy-duty bonding ability 
works well with carpets, vinyl, rubber, cove base, treads, risers, transition strips, trim and mouldings. It is also resistant 
to moisture and mildew.

COMMERCIAL, RESIDENTIAL, INDUSTRIAL APPLICATIONS:
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EXCEPTIONS:

•	 Not for use on carpet-to-carpet applications.
•	 May leave residue if removal is attempted. �Recommended for permanent applications only.

PRODUCT SPECIFICATIONS:

•	 Thickness (without liner):	 .22–.24mm
•	 Release Backing:		 Silicon-Treated Kraft Paper
•	 Adhesive:	  	 Solvent-Free Acrylic
•	 Adhesion: 		  >20N / 25mm
•	 Ideal Temperature:	 70° F (21.11° C)
•	 Ideal Humidity: 		  50%

STANDARD PRESENTATIONS:

•	 Roll Length: 164 Feet/54.66 Yards (49.98m) as standard.
•	 Roll Widths:

This Technical Data Sheet (TDS) is provided by TRAXX Corporation for information only. The contents of this TDS are considered to be reliable but 
accuracy is not guaranteed. The results shown in this TDS may not be relevant to all users of the product and it is the user’s responsibility to determine 
the suitability of the product for its intended purpose. TRAXX expressly disclaims all express or implied warranties including merchantability and 
fitness for a particular purpose to the fullest extent permitted by law and does not accept responsibility or liability (whether direct, indirect, or 
consequential) arising from use of the product or reliance on the TDS. TRAXX does not exclude liability for death or personal injury arising from its 
negligence or fraud. 

GENERAL INSTRUCTIONS:
•	 Substrates must be dry, flat and free of contaminates such as sawdust, dirt, solvents and grease.
•	 Vinyl and carpet roll base should be acclimated and free of tension. Unroll the product prior to acclimating.
•	 Apply STIXX™ GRIP or MOULDING GRIP with the liner still on the tape.
•	 Roll or tap the tape to create a strong bond.
•	 Remove the liner.
•	 Apply the material onto substrate or floor.
•	 Roll or tap the material surface to create a strong bond.

STIXX™ GRIP: 
◊	 SXT-9923-1 · 1" (2.54cm) · 1 LB
◊	 SXT-9923-1.5 · 1.5" (3.81cm) · 1.5 LBS
◊	 SXT-9923-2 · 2" (5.08cm) · 2 LBS
◊	 SXT-9923-3.5 · 3.5" (8.89cm) · 3.6 LBS
◊	 SXT-9923-4 · 4" (10.16cm) · 4 LBS
◊	 SXT-9923-6 · 6" (15.24cm) · 5.9 LBS
◊	 SXT-9923-9.5 · 9.5" (22.86cm) · 9 LBS

MOULDING GRIP VERSION: 
◊	 SXT-9923-0.375 · 3/8" (9.53mm) · .25 LB*
◊	 SXT-9923-0.5 · 1/2" (12.7mm) · .4 LB
◊	 SXT-9923-0.625 · 5/8" (15.88mm) · .75 LB*

*Note available as of this revision date, 11/2025
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STIXX™ GRIP DOUBLE-SIDED PRESSURE-SENSITIVE TAPES

SXT-9923-1 Double-Sided Pressure Sensitive · 1" x 164' All-Purpose Double-Stick · 1" x 164'

SXT-9923-1.5 Double-Sided Pressure Sensitive · 1½" x 164' All-Purpose Double-Stick · 1½" x 164'

SXT-9923-3.5 Double-Sided Pressure Sensitive · 3½" x 164' All-Purpose Double-Stick · 3½" x 164'

SXT-9923-6 Double-Sided Pressure Sensitive · 6" x 164' All-Purpose Double-Stick · 6" x 164'

SXT-9923-9 Double-Sided Pressure Sensitive · 9" x 164' All-Purpose Double-Stick · 9" x 164'

ULTRASTIK

STIXX™ MOULDING GRIP TAPES

SXT-9923-0.375 Double-Sided Pressure Sensitive · .375" x 164' All-Purpose Double-Stick · 3/8" x 164'

SXT-9923-0.5 Double-Sided Pressure Sensitive · .5" x 164' All-Purpose Double-Stick · 1/2" x 164'

SXT-9923-0.625 Double-Sided Pressure Sensitive · .625" x 164' All-Purpose Double-Stick · 5/8" x 164'

3M, TAPE LOGIC, ETC.

C O M P A R I S O N

Applying Moulding Trim


